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Measurement
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flux of luminaire >600 lm
classification / DIN A60
lower flux fraction 100,00 %
upper flux fraction 0,00 %
intensity maximum 2378 cd/klm
in C-plane 46,0 °
at gamma 1.0 °
half value angle C0 : 18.3 °
C90 : 18.3°
C270 : 18.3 °
tenth value angleC0 : 31.3 °
C90 : 31.1 °
C270 : 31.1 °



cone diagram
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intensity distribution / polar
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intensity distribution / cartesian
[image: ]




[image: ]© Eden design bvba   –   Woudstraat 5a   –   3600 Genk   –   Belgium
info@edendesign.be         T.  +32(0)89 386036     F. +32(0)89 383435          www.edendesign.be
 1


image2.png
x

OIO (== @

100%

B B|ez|L

Gereedschappen

Opmerking

fle - SPOT 40_3.TTL

distance [m]

cone diameter [m]

E(07)
E(C0) 18.3°

E(07)
E(C0) 18.3°

E(07)
E(C0) 18.3°

E(07)
E(C0) 18.3°

5.0

E(07)
E(C0) 18.3°

half value angle 36.6°

article code
1

lamp(s)
1xLED
total flux
607 Im
LOR
100 %

it angle
00°





image3.png
100%

Gereedschappen | Opmerking

article code

1

lamp(s)
1xLED
total flux

cd/kim

607 Im
LOR
100 %

it angle
00°

C90-C270





image4.png
*
o
S
b
5
=
5
=]
<
g
2
4
5
2
5
3
P
5
e
3
@
§ <
—ax °
@ » 2 =3
§  EULE Rm 2.
; x So
£ ErxgB98=s3
1=}
- 8
“““““ | o
! e
“““““ ] Lo
! 8
“““““ T —— b io
1 2
Ao )
Y '
° !
Bl — Lo
| h s
“““““ T A L&
B o
o | o
8l oo : : , E
< £ f T f f m
Sk = o o o o o 5]
@) T 5 8 & 8 <
@ S & H [
£
]





image1.jpeg




image5.png




