IN - Frosted ice plexi

photometrical data

Measurement

flux of luminaire >700,0 Im
classification / DIN A40
lower flux fraction 99,84 %
upper flux fraction 0,16 %
intensity maximum 438,3 cd/kim
in C-plane 178,8 °
atgamma 1,0 °

half value angle CO : 44,2 °
C90:47,7°

C180:45,7°

C270:46,9°

tenth value angle CO : 75,2 °
C90:775°

C180:76,7°

C270:77,8°

CIE Flux codes: 53 83 96 100 100

cone diagram

distance [m] cone diameter [m] E [Ix]
Ei0% 3

1,0 1,94 E(CD) 44,2° 112
E(0% 78

2,0 3,89 EIC0) 44,27 28
E(0% as

,0 5,83 E(CO) 44.2° 12

I N

E(0% 19

4,0 7,78 E(CO) 44,27 7
Ei0% 12

50 9,72 EiC0) 44.2° 4

half value angle 88,4°
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IN - Frosted ice plexi

photometrical data

intensity distribution / polar

0p°
75°
60°
45¢°
30° 15° 0° 15¢ 30°
C0-G180 Ca0-G270
intensity distribution / cartesian
I { cd/kim )
ca Ga0
500
400
300 7
200
100
0 T T T T T T T
180° 135° 90° 450 0° 45° ap° 1359 180°

beam angle

© Eden design bvba - Woudstraat 5a - 3600 Genk - Belgium
info@edendesign.be T. +32(0)89 386036 F.+32(0)89 383435 www.edendesign.be




