
The power of this light source lies in its 
slenderness and unobtrusiveness; the simplicity 
of the fixtures’ design makes that it can be used 
anywhere. An innovative and state-of-the-art 
magnet and contact system makes that a wide 
variety of led-fixtures can be easily inserted or 
moved. 
The led-fixtures are similar in style yet each 
one of them has its own character and lighting 
quality. 

Eden Design was the first to introduce this 
magnet system on the market. First presentation 
was in 2010 on the designfair Interieur Kortrijk, 
Belgium. 

This collection won several awards, such as:

- The Best of the Best Red Dot Award (2011)
- Design Plus powered by Light & Building (2012)
- Henri van de Velde Label (2010)

Design by Bart Lens

°on line
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°knick, °out & °turn / N-apartment - architect Pitsou Kedem (Tan Broides) - photography by Amit Geron

19°on line



20

     °turn 		                              °in.small                                                    °dot 		                    °knick.small



21°on line

                                 °knick 				         °out 				                    °in



22

°online / Grey Office, Greece - architects eDje - photograph by Vangelis Paterakis



23°on line

°online / Grey Office, Greece- architects eDje - photograph by Vangelis Paterakis



24

°o-disk / general lighting



25°on line

°u-disk / powerful spot



°knick & °out, monopoint / B-house - architect Pitsou Kedem (Ran Broide) - photography by Amit Geron

26



°knick & °knick monopoint / GR-apartment - architect Pitsou Kedem (Tan Broides) - photography by Amit Geron

27°on line



28



29°on line

°in / villa Beverly Hills - architects: Domaen - photograph by Paul Vu



°in / Loft à Versailles - architect Agence Demont Reynaud / PPil - photography by Mr Gregoire Eloy

30



°knick & °turn / Bijouterie Monsieur Paris, France by Julien Fajardo – SUGAR 
	     photography by Javier Callejas Sevilla - Lighting design by Dominique Liners (Etoiles)

31°on line



32

°knick / Harbour Green, Hong Kong - architect Millimeter Interior Design Limited



33°on line

°turn / apartment, Israel - architect Pitsuo Kedem - ST-OR - lighting design Orly Avron - photograph by Amit Geron



°out & °knick / Apartment, Tbilisi, design by Yodezeen

34



°knick / T House,TLV, Israel - design by Orly Dekter

35°on line



36

°online / Villa V, Belgium - architect Francisca Hautekeete - photograph by Annick Vernimmen



37°on line

°online / Villa V, Belgium - architect Francisca Hautekeete - photograph by Annick Vernimmen



38



°knick & °out, monopoint / G-apartment - architect Pitsou Kedem (Tamar Berger) - photography by Amit Geron

39°on line



40

°knick / Apartment, Paris - architect Angelo View Drive



41°on line

°turn / Villa, Belgium - architect Pascal François - photograph by Thomas De Bruyne (cafeine.be)



42

°knick.small & °knick 



43°on line



44

°knick / Penthouse, Ukraine - architect NOTT Design Studio (Sergey Gotvyansky, Mikhail Temnikov)



45°on line

°out monopoint with plasterkit / Beach house Knokke - architect Glenn Reynaert - photograph by Hendrik Biegs



46

°in monopoint with plasterkit



47°on line

°knick monopoint with plasterkit



48



°knick & °in monopoint / L-apartment - architect Pitsou Kedem (Hila Weiss Sella) - photography by Amit Geron

49°on line



50

° knick



51°on line

°dot monopoint with plasterkit



52

°dot monopoint with plasterkit / Grey Perfection, Moscow - architect Dina Mezhevova - photograph by Bogdan Vitkov



53°on line

°turn monopoint with plasterkit & °knick / Grey Perfection, Moscow - architect Dina Mezhevova - photograph by Bogdan Vitkov



54

°turn / galerie Kamel Mennour, Paris - architect Pierre Yovanovitch - lighting design Dominique Liners (ETOILES) 

photograph by Jean-François Jaussaud - Luxproductions



55°on line

°turn / galerie Kamel Mennour, Paris - architect Pierre Yovanovitch - lighting design Dominique Liners (ETOILES) 

photograph by Jean-François Jaussaud - Luxproductions



°knick / Industrial loft, Russia - architect Denis Krasikov, Cartelle Design 

56



°in / Regency NY - architect Workshop APD - custom building contractor Dutchman Contracting, Inc.

57°on line



58

°u-disk & °in, pendant / Optiek Ilse Gerard - architect Lens°ass - photograph by Philippe van Gelooven



59°on line



60

°out / Church Genk, Belgium - archictect PCP Architects - photograph by Philippe van Gelooven



61°on line

°online suspended track / Design Museum Gent, Belgium - photograph by Beeldpunt



62

°in & °turn / Gert Robijns - Reset Home, centre for contemporary art



63°on line



64

°knick / Men’s Choice II, Slovakia - architects AT26 - photograph by Jakub Dvorak



65°on line

°knick / Grosvenor House Coconut Grove, Miami - RS3 Design - Luxe Cable + Light



66

°online surface mounted / House, Belgium - architect Project B



67°on line

°out / office, Australia 



68

°knick & out / Osko Village, St. Petersburg - architect Tolko Interiors



°knick & °in / Beach house,Tripoli, Lebanon - design by Minkara Sahar - The Light Avenue by Debbas

69°on line



°line.s 
new

material		  aluminium coated or anodised
voltage		  48Vdc
circuits		  1 circuit: 1x15A + databus
		  2 circuits: 2 x 15A
dimming		  DALI, 0-10V, 1-10V, SwitchDIM, Casambi, Google Home & Amazon Alexa*
		  *from Q3 2020
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78
 - 

3.
07

 line.s 
new

line.S6

line.S2

54
 - 

2.
12

54
 - 

2.
1229

 - 
1.

14

26 - 1.02

26 - 1.02

26 - 1.02

26 - 1.02

26 - 1.02

line.S6

line.S2

line.S9
up & downlight

Surface mount

Pendant

29
 - 

1.
14



line.S5

Recessed

line.S8

line.S10

line.S3

12,5 - 0.5
25 - 0.98

39
 - 

1.
53

103 - 4.05

48 - 1.88

74 - 2.91

26 - 1.02

37 - 1.45

54
 - 

2.
12

Order Code 
10002.AA00.BBBB line.S2

10003.AA00.BBBB line.S3

10005.AA00.BBBB line.S5

10006.AA00.BBBB line.S6

10008.AA00.BBBB line.S8

10009.AA00.BBBB line.S9 pendant

10010.AA00.BBBB line.S10

10052.AA00.BBBB line.S2 pendant

10056.AA00.BBBB line.S6 pendant

10062.AA00.BBBB line.S2 pendant uplight

AA	 Finish
01	 black
02	 white
	 	
BBBB	 Length
0300	 300 mm
0500	 500 mm
1000	 1000 mm
2000	 2000 mm
3000	 3000 mm
xxxx	 xxxx mm (custom length)

INSTALLATION POSSIBLE
AFTER INSTALLING 
PLASTERBOARD CEILING
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track 
set-up & 
accessories
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Dept. Technical reference Created by Approved by

Document type Document status

Title DWG No.

Rev. Date of issue Sheet

17/09/2019

1/1

manual LINE S5 & S10

Philippe Vermeersch

LINE.S5 LINE.S10

10205
End Cap

10205
End Cap

10220
Track Feeder

10220
Track Feeder

+ - + - + - + - + - + -48 Vdc

Databus

48 Vdc

Databus

48 Vdc

Databus

48 Vdc

Databus

48 Vdc

Databus

48 Vdc

Databus

48 Vdc

Databus

37

39

48

25

26

52

26 26 26

52

7827

ST1 ST2ST3 ST5 ST6ST8 ST10 ST7 ST9

900 450 450

900 450 450

-+ Bus dati
60Vdc

Fig. 2 Schema di carico
Pic. 2 Load scheme

Fig. 3 Polarità
Pic. 3 Polarity

50 Kg

44 Kg

25 Kg

24 Kg

Per versioni standard e doppia emissione
For standard and double emission versions

Per versioni a incasso e trimless
For recessed and trimless versions

200600200

200300300200

150 250 200 250 150

3,5 Kg

5,5 Kg

8,0 Kg

ST8 + S-9500/316

10240
Mechanical Connector Straight 

(3 pieces) required

10256
Pendant Suspension Set
1 piece / meter

Dept. Technical reference Created by Approved by

Document type Document status

Title DWG No.

Rev. Date of issue Sheet

16/09/2019

1/1

manual LINE S2 & S6

Philippe Vermeersch

1

A

2 3 4 5 6 7 8

1 2 3 4 5 6 7 8

B

C

D

E

F

A

B

C

D

E

F

10226/10227/10228
Track Cover Profile (1/2/3 m)
10251
Track Cover Profile protection painting (2 m)

10222
Electrical Joint Connector Adjustable Corner

10221
Electrical Joint 
Connector Straight

Dept. Technical reference Created by Approved by

Document type Document status

Title DWG No.

Rev. Date of issue Sheet

16/09/2019

1/1

manual LINE S2 & S6

Philippe Vermeersch

1

A

2 3 4 5 6 7 8

1 2 3 4 5 6 7 8

B

C

D

E

F

A

B

C

D

E

F

LINE.S2 LINE.S6

10206
End Cap 
-
10210
End Cap 

10202
End Cap
-
10206
End Cap

+ - + - + - + - + - + - + -48 Vdc

Databus

74 103

56

13,3

48 Vdc

Databus

48 Vdc

Databus

48 Vdc

Databus

48 Vdc

Databus

48 Vdc

Databus

48 Vdc

Databus

48 Vdc

Databus

37

39

48

25

26 26 26

52

7827

ST1 ST2ST3 ST5 ST6ST8 ST10 ST7 ST9

900 450 450

900 450 450

-+ Bus dati
60Vdc

Fig. 2 Schema di carico
Pic. 2 Load scheme

Fig. 3 Polarità
Pic. 3 Polarity

50 Kg

44 Kg

25 Kg

24 Kg

Per versioni standard e doppia emissione
For standard and double emission versions

Per versioni a incasso e trimless
For recessed and trimless versions

200600200

200300300200

150 250 200 250 150

3,5 Kg

5,5 Kg

8,0 Kg

ST8 + S-9500/316

+ - + - + - + - + - + - + -48 Vdc

Databus

74 103

56

13,3

48 Vdc

Databus

48 Vdc

Databus

48 Vdc

Databus

48 Vdc

Databus

48 Vdc

Databus

48 Vdc

Databus

48 Vdc

Databus

37

39

48

25

26

52

26 26

52

78

ST1 ST2ST3 ST5 ST6ST8 ST10 ST7 ST9

900 450 450

900 450 450

-+ Bus dati
60Vdc

Fig. 2 Schema di carico
Pic. 2 Load scheme

Fig. 3 Polarità
Pic. 3 Polarity

50 Kg

44 Kg

25 Kg

24 Kg

Per versioni standard e doppia emissione
For standard and double emission versions

Per versioni a incasso e trimless
For recessed and trimless versions

200600200

200300300200

150 250 200 250 150

3,5 Kg

5,5 Kg

8,0 Kg

ST8 + S-9500/316

10273
Mechanical Connector 90°

10274
Mechanical Connector 

Adjustable corner

10230
S2 Mechanical Joint connector 90°

10231
S6 Mechanical Joint connector 90°

10272
Mechanical 
Connector 
Straight

1

A

2 3 4 5 6 7 8

1 2 3 4 5 6 7 8

B

C

D

E

F

A

B

C

D

E

F

Dept. Technical reference Created by Approved by

Document type Document status

Title DWG No.

Rev. Date of issue Sheet

04/10/2019

1/1

S-9511-ST2

Philippe Vermeersch

1

A

2 3 4 5 6 7 8

1 2 3 4 5 6 7 8

B

C

D

E

F

A

B

C

D

E

F

Dept. Technical reference Created by Approved by

Document type Document status

Title DWG No.

Rev. Date of issue Sheet

04/10/2019

1/1

S-9511-ST2

Philippe Vermeersch

10253
Pendant Suspension Set
1 piece / meter

10252
Pendant Suspension Set 
incl. 2m electric cable 1 
piece / feeder

Dept. Technical reference Created by Approved by

Document type Document status

Title DWG No.

Rev. Date of issue Sheet

16/09/2019

1/1

manual LINE S2 & S6

Philippe Vermeersch

1

A

2 3 4 5 6 7 8

1 2 3 4 5 6 7 8

B

C

D

E

F

A

B

C

D

E

F

10226/10227/10228
Track Cover Profile (1/2/3 m)
10251
Track Cover Profile protection painting (2 m)

10220
Track Feeder

10220
Track Feeder

10222
Electrical Joint Connector Adjustable Corner

10221
Electrical Joint 
Connector Straight

10262
Mounting clip 
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A

2 3 4 5 6 7 8

1 2 3 4 5 6 7 8
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C
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Dept. Technical reference Created by Approved by

Document type Document status

Title DWG No.

Rev. Date of issue Sheet

17/09/2019

1/1

manual LINE S8

Philippe Vermeersch

LINE.S8

+ - + - + - + - + - + - + -48 Vdc

Databus

74 103

56

13,3

48 Vdc

Databus

48 Vdc

Databus

48 Vdc

Databus

48 Vdc

Databus

48 Vdc

Databus

48 Vdc

Databus

48 Vdc

Databus

48

25

26

52

26 26 26

52

7827

ST1 ST2ST3 ST5 ST6ST8 ST10 ST7 ST9

900 450 450

900 450 450

-+ Bus dati
60Vdc

Fig. 2 Schema di carico
Pic. 2 Load scheme

Fig. 3 Polarità
Pic. 3 Polarity

50 Kg

44 Kg

25 Kg

24 Kg

Per versioni standard e doppia emissione
For standard and double emission versions

Per versioni a incasso e trimless
For recessed and trimless versions

200600200

200300300200

150 250 200 250 150

3,5 Kg

5,5 Kg

8,0 Kg

ST8 + S-9500/316

10272
Mechanical 
Connector 
Straight

10240
Mechanical 
Connector 
Straight

10253
Pendant Suspension Set
1 piece / meter

10252
Pendant Suspension Set 
incl. 2m electric cable 1 
piece / feeder

Dept. Technical reference Created by Approved by

Document type Document status

Title DWG No.

Rev. Date of issue Sheet

16/09/2019

1/1

manual LINE S2 & S6

Philippe Vermeersch

1

A

2 3 4 5 6 7 8

1 2 3 4 5 6 7 8

B

C

D

E

F

A

B

C

D

E

F

10220
Track Feeder

10260
Mounting Spring
1 piece / 30 cm

10208
Line S8 
endcap

10208
Line S8 
endcap

10220
Track Feeder

10222
Electrical Joint Connector Adjustable Corner

10221
Electrical Joint 
Connector Straight

1

A

2 3 4 5 6 7 8

1 2 3 4 5 6 7 8

B

C

D

E

F

A

B

C

D

E

F

Dept. Technical reference Created by Approved by

Document type Document status

Title DWG No.

Rev. Date of issue Sheet

23/09/2019

1/1

manual LINE S3

Philippe Vermeersch

LINE.S3

+ - + - + - + - + - + - + - + -

74 103

56

13,3

48 Vdc

Databus

48 Vdc

Databus

48 Vdc

Databus

48 Vdc

Databus

48 Vdc

Databus

48 Vdc

Databus

48 Vdc

Databus

48 Vdc

Databus

37

39

26

52

26 26 26

52

7827

ST1 ST2ST3 ST5 ST6ST8 ST10 ST7 ST9

900 450 450

900 450 450

-+ Bus dati
60Vdc

Fig. 2 Schema di carico
Pic. 2 Load scheme

Fig. 3 Polarità
Pic. 3 Polarity

50 Kg

44 Kg

25 Kg

24 Kg

Per versioni standard e doppia emissione
For standard and double emission versions

Per versioni a incasso e trimless
For recessed and trimless versions

200600200

200300300200

150 250 200 250 150

3,5 Kg

5,5 Kg

8,0 Kg

ST8 + S-9500/316

10240
Mechanical Connector Straight

10261
Mounting Bracket 
2 pieces / 50 cm

Dept. Technical reference Created by Approved by

Document type Document status

Title DWG No.

Rev. Date of issue Sheet

16/09/2019

1/1

manual LINE S2 & S6

Philippe Vermeersch

1

A

2 3 4 5 6 7 8

1 2 3 4 5 6 7 8

B

C

D

E

F

A

B

C

D

E

F

10203
End Cap 

10203
End Cap

10220
Track Feeder

10220
Track Feeder

10222
Electrical Joint Connector Adjustable Corner

10221
Electrical Joint 
Connector Straight



Dept. Technical reference Created by Approved by

Document type Document status

Title DWG No.

Rev. Date of issue Sheet

16/09/2019

1/1

manual LINE S2 & S6

Philippe Vermeersch

1

A

2 3 4 5 6 7 8

1 2 3 4 5 6 7 8

B

C

D

E

F

A

B

C

D

E

F

LINE.S9

+ - + - + - + - + - + - + -48 Vdc

Databus

74 103

56

13,3

48 Vdc

Databus

48 Vdc

Databus

48 Vdc

Databus

48 Vdc

Databus

48 Vdc

Databus

48 Vdc

Databus

48 Vdc

Databus

37

39

48

25

26

52

26 26

52

27

ST1 ST2ST3 ST5 ST6ST8 ST10 ST7 ST9

900 450 450

900 450 450

-+ Bus dati
60Vdc

Fig. 2 Schema di carico
Pic. 2 Load scheme

Fig. 3 Polarità
Pic. 3 Polarity

50 Kg

44 Kg

25 Kg

24 Kg

Per versioni standard e doppia emissione
For standard and double emission versions

Per versioni a incasso e trimless
For recessed and trimless versions

200600200

200300300200

150 250 200 250 150

3,5 Kg

5,5 Kg

8,0 Kg

ST8 + S-9500/316

10209
End Cap

10209
End Cap

10273
Mechanical Connector 90°

10274 (custom)
Mechanical Connector X°

10272
Mechanical 
Connector 
Straight

10240
Mechanical 
Connector 
Straight

10222
Electrical Joint Connector Adjustable Corner

10253
Pendant Suspension Set
1 piece / meter

10252
Pendant Suspension Set 
incl. 2m electric cable 1 
piece / feeder

10220
Track Feeder

10226/10227/10228
Track Cover Profile (1/2/3 m) 10220

Track Feeder

10221
Electrical Joint 
Connector Straight

Power supply, 48VDC, 60W - 90-305 VAC/50-60Hz - CE - cUL certified
Power supply, 48VDC, 100W - 90-305 VAC/50-60Hz - CE - cUL certified
Power supply, 48VDC, 150W - 90-305 VAC/50-60Hz - CE - cUL certified
Power supply, 48VDC, 240W - 90-305 VAC/50-60Hz - CE - cUL certified

Power supply, 48VDC, 60W - 120-240VAC/50-60Hz - CE - cUL listed  
(Slim size - fits in track Line S2, S5 & S10)
Power supply, 48VDC, 100W - 120-240VAC/50-60Hz - CE - cUL listed  

0/1-10V to dali interface (up to 15 fixtures)   24vdc. *dali expander for more fixtures
Switch dim to dali interface (up to 64 fixtures) and DALI expander 200mA 100-240vac
Dali opto insulator for galvanic isolation

casambi to dali interface for remote installation 48Vdc (up to 4 groups, max 50 fixtures)
casambi to dali interface for track Line S installation 48Vdc (1 group , max 50 fixtures) black
casambi to dali interface for track Line S installation 48Vdc (1 group , max 50 fixtures) white
casambi push button interface (up to 4 push buttons) 110-240vac
casambi wall remote control wireless  (up to 4 groups) black
casambi wall remote control wireless  (up to 4 groups) white

Order Code 
90101.0000
90102.0000
90103.0000
90104.0000

90110.0000

90111.0000

90001.0000
90002.0000
90003.0000

90010.0000
90011.0100
90011.0200
90012.0000
90013.0100
90013.0200

77
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°knick
materials		  aluminium coated or anodised / PC 
weight		  1070gr / 2.35-lb
voltage		  48 Vdc
wattage		  8,2W - 16,8W (high output) 
dimming   	 DALI, 0-10V, 1-10V, switchDIM, Casambi, Google Home & Amazon Alexa*
		  *from Q3 2020

°knick - frosted ice



Order Code 
10500.AA00.BBBB.CCC.DD knick
10501.AA00.BBBB.CCC.DD knick high output

10503.AA00.BBBB.CCC.DD knick monopoint
10504.AA00.BBBB.CCC.DD knick monopoint high output

°knick - monopoint - frosted ice

°knick - frosted ice

Values for 3000K. Color temperature influences the lumen output.
Download complete photometric data on our website.

*

AA	 Finish
01	 black
02	 white
22	 aluminum anodised		
23	 brass anodised		
25	 bronze anodised		
26	 dark bronze anodised	

BBBB	 Light
9527	 cri >95, 2700K
9530	 cri >95, 3000K
9540	 cri >95, 4000K - on request 

CCC	 Optic			 
001	 frosted ice		
002	 microprism		

DD	 Dimming see 48V controls

ND	 no dimming
DA	 dali (0/1-10V, switchDIM, Casambi through interface)

Accessories
10101	 line S plasterkit knick/out

1
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2 3 4 5 6 7 8

1 2 3 4 5 6 7 8
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Dept. Technical reference Created by Approved by

Document type Document status

Title DWG No.

Rev. Date of issue Sheet

23/01/2020

1/2

KNICK

Philippe Vermeersch

90°

300 - 11.81

15
6 

- 6
.1

4

Output
820lm - 300cd

770lm - 400cd

High output*
1420lm - 560cd

1400lm - 730cd

line.s
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°knick small 
new

materials		  aluminium coated or anodised / PC 
weight		  260gr / 0.57lb
voltage		  48 Vdc
wattage		  9,6 W
ugr		  louvre <19 
dimming   	 DALI, 0-10V, 1-10V, switchDIM, Casambi, Google Home & Amazon Alexa*
		  *from Q3 2020

°knick small - black glossy louvre



Order Code 
10600.AA00.BBBB.CCC.DD knick small
10603.AA00.BBBB.CCC.DD knick small monopoint

10610.AA00.BBBB.CCC.DD knick small turn
10613.AA00.BBBB.CCC.DD knick small turn monopoint

knick small knick small turn

Values for 3000K. Color temperature influences the lumen output.
Download complete photometric data on our website.

*°knick small turn - black glossy louvre

°knick small - frosted ice
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Dept. Technical reference Created by Approved by

Document type Document status
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20/01/2020
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KNICK SMALL

Philippe Vermeersch
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20/01/2020
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KNICK SMALL

Philippe Vermeersch
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Document type Document status

Title DWG No.

Rev. Date of issue Sheet

20/01/2020

1/1

KNICK SMALL

Philippe Vermeersch
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Dept. Technical reference Created by Approved by

Document type Document status

Title DWG No.

Rev. Date of issue Sheet

20/01/2020

1/1

KNICK SMALL

Philippe Vermeersch

105 - 4.13

105 - 4.13

166 - 6.53 166 - 6.53

72
 - 

2.
83

96
 - 

3.
77

90°

90°

AA	 Finish
01	 black
02	 white
22	 aluminum anodised		
23	 brass anodised		
25	 bronze anodised			 
26	 dark bronze anodised	

BBBB	 Light
9527	 cri >95, 2700K
9530	 cri >95, 3000K
9540	 cri >95, 4000K - on request 

CCC	 Optic			   Output*
001	 frosted ice		  500lm - 220cd	
002	 microprism		  550lm - 330cd

251	 25° + frosted ice		  550lm - 460cd

252	 25° + microprism		  580lm - 760cd

105	 10° black glossy louvre	 895lm - 18340cd

250	 25° black glossy louvre	 680lm - 2660cd

350	 35° black glossy louvre	 680lm - 2000cd    

DD	 Dimming
ND	 no dimming
DA	 dali (0/1-10V, switchDIM, Casambi through interface)

Accessories
10102	 line S plasterkit knick small (turn)

360°

line.s
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°knick small - dark bronze anodised - black glossy louvre

°knick small - bronze anodised - black glossy louvre



°knick small - natural anodised - black glossy louvre

°knick small - brass anodised - black glossy louvre

line.s

83



°in 
new

materials		  aluminium coated or anodised / PC 
weight		  175gr - 0,38lb for 286 mm
voltage		  48 Vdc
dimming   	 DALI, 0-10V, 1-10V, switchDIM, Casambi, Google Home & Amazon Alexa*
		  *from Q3 2020

		
		

°in - 143 - frosted ice diffuser

°in - 286 - frosted ice diffuser



1144 - 45.03

858 - 33.77

572 - 22.51

286 - 11.25

143 - 5.62

°in - 286 - black glossy louvre
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°in - 143 - monopoint - black glossy louvre
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Length 

mm – inch

85



°in - 143 - monopoint - frosted ice

length (mm) beam ° color K CRI ra candela cd lumen lm power W efficacy lm/W glare UGR

frosted ice
143 106 3000 95 125 342,5 4,1 84 <30
286 106 3000 95 250 685 8,2 84 <30
572 106 3000 95 500 1370 16,4 84 <30
858 106 3000 95 750 2055 24,6 84 <30
1144 106 3000 95 1000 2740 32,8 84 <30

microprism
143 90 3000 95 200 425 4,1 104 <30
286 90 3000 95 400 850 8,2 104 <30
572 90 3000 95 800 1700 16,4 104 <30
858 90 3000 95 1200 2550 24,6 104 <30
1144 90 3000 95 1600 3400 32,8 104 <30

frosted ice high output
143 106 3000 95 248 700 8,4 83 <31
286 106 3000 95 496 1400 16,8 83 <31

microprism high output
143 90 3000 95 420 910 8,4 108 <31
286 90 3000 95 840 1820 16,8 108 <31

spot
143 20 3000 >95 2210 390 6,2 63 <11
286 20 3000 >95 4350 850 13 65 <11
572 20 3000 >95 8700 1700 26 65 <11
858 20 3000 >95 13050 2550 39 65 <11
1144 20 3000 >95 17400 3400 52 65 <11
143 35 3000 >95 890 400 6,2 65 <15
286 35 3000 >95 2040 880 13 68 <15
572 35 3000 >95 4080 1760 26 68 <15
858 35 3000 >95 6120 2640 39 68 <15
1144 35 3000 >95 8160 3520 52 68 <15
143 60 3000 >95 510 340 6,2 55 <16
286 60 3000 >95 790 750 13 58 <16
572 60 3000 >95 1580 1500 26 58 <16
858 60 3000 >95 2370 2250 39 58 <16
1144 60 3000 >95 3160 3000 52 58 <16

spot high output
143 20 3000 >95 3100 595 9 66 <11
286 20 3000 >95 6200 1190 18 66 <11
143 35 3000 >95 1420 550 9 61 <15
286 35 3000 >95 2840 1100 18 61 <15
143 60 3000 >95 735 550 9 61 <16
286 60 3000 >95 1470 1100 18 61 <16



Glossy louvre spot°in - glossy black louvre spot

Glossy louvre spot°in - microprism

Glossy louvre spot°in - matt white louvre spot

Glossy louvre spot°in - matt black louvre spot

Order Code 

10701.AA00.BBBB.CCC.DD in 143 mm
10702.AA00.BBBB.CCC.DD in 143 mm high output
10703.AA00.BBBB.CCC.DD in 143 mm monopoint
10704.AA00.BBBB.CCC.DD in 143 mm monopoint high output

10711.AA00.BBBB.CCC.DD in 286 mm
10712.AA00.BBBB.CCC.DD in 286 mm high output
10713.AA00.BBBB.CCC.DD in 286 mm monopoint
10714.AA00.BBBB.CCC.DD in 286 mm monopoint high output 

10721.AA00.BBBB.CCC.DD in 572 mm
10722.AA00.BBBB.CCC.DD in 572 mm high output
10723.AA00.BBBB.CCC.DD in 572 mm monopoint
10724.AA00.BBBB.CCC.DD in 572 mm monopoint high output

10731.AA00.BBBB.CCC.DD in 858 mm
10732.AA00.BBBB.CCC.DD in 858 mm high output

10741.AA00.BBBB.CCC.DD in 1144 mm
10742.AA00.BBBB.CCC.DD in 1144 mm high output

Other lenghts on request (a multiple of 286 mm) 

AA	 Finish
01	 black
02	 white	

BBBB	 Light
9527	 cri >95, 2700K
9530	 cri >95, 3000K
9540	 cri >95, 4000K - on request 
90TW	 cri >90, tunable white - on request
	 only for frosted ice & microprism

CCC	 Optic			 
001	 frosted ice			 
002	 microprism		

205	 20° black glossy louvre	
355	 35° black glossy louvre	
605	 60° black glossy louvre	

206	 20° black matt louvre	
356	 35° black matt louvre	
606	 60° black matt louvre	

207	 20° white matt louvre	
357	 35° white matt louvre	
607	 60° white matt louvre	

DD	 Dimming
ND	 no dimming
DA	 dali (0/1-10V, switchDIM, Casambi through interface)

Accessories
10108	 line S plasterkit in 143 mm
10109	 line S plasterkit in 286 mm
10110	 line S plasterkit in 572 mm

line.s
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°turn
materials		  aluminium coated or anodised / PC 
weight		  400gr / 0.88lb
voltage		  48 Vdc
wattage		  9,6 W
dimming   	 DALI, 0-10V, 1-10V, switchDIM, Casambi, Google Home & Amazon Alexa*
		  *from Q3 2020

°turn - 25°



Order Code 
10800.AA00.BBBB.CCC.DD turn
10803.AA00.BBBB.CCC.DD turn monopoint

AA	 Finish
01	 black
02	 white
22	 aluminum anodised		
23	 brass anodised		
25	 bronze anodised			 
26	 dark bronze anodised	

BBBB	 Light
9027	 cri >90, 2700K
9030	 cri >90, 3000K
9040	 cri >90, 4000K - on request

CCC	 Optic			   Output*
250	 25°			   790lm - 2820cd	
400	 40°			   740lm - 1670cd

001	 frosted ice		  500lm - 220cd	
002	 microprism		  490lm - 280cd

251	 25° + frosted ice		  640lm - 540cd

252	 25° + microprism		  590lm - 710cd

DD	 Dimming
ND	 no dimming
DA	 dali (0/1-10V, switchDIM, Casambi through interface)

Accessories
10103	 line S plasterkit turn

Values for 3000K. Color temperature influences the lumen output.
Download complete photometric data on our website.
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°turn plus

°turn plus - black glossy louvre

materials		  aluminium coated or anodised / PC 
weight		  465gr / 1.02lb
voltage		  48 Vdc
wattage		  13 W
ugr		  louvre <19
dimming   	 DALI, 0-10V, 1-10V, switchDIM, Casambi, Google Home & Amazon Alexa*
		  *from Q3 2020



Order Code 
10900.AA00.BBBB.CCC.DD turn plus
10903.AA00.BBBB.CCC.DD turn plus monopoint

*°turn plus - black glossy louvre

°turn plus - frosted ice
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Values for 3000K. Color temperature influences the lumen output.
Download complete photometric data on our website.

AA	 Finish
01	 black
02	 white
22	 aluminum anodised		 on request
23	 brass anodised		  on request
25	 bronze anodised		  on request	
26	 dark bronze anodised	 on request	

BBBB	 Light
9527	 cri >95, 2700K
9530	 cri >95, 3000K
9540	 cri >95, 4000K - on request

CCC	 Optic			   Output*
001	 frosted ice		  630lm - 280cd	
002	 microprism		  670lm - 410cd

251	 25° + frosted ice		  720lm - 620cd

252	 25° + microprism		  810lm - 1080cd	
105	 10° black glossy louvre	 1195lm - 23250cd

255	 25° black glossy louvre	 880lm - 3330cd

355	 35° black glossy louvre	 870lm - 2500cd  

DD	 Dimming
ND	 no dimming
DA	 dali (0/1-10V, switchDIM, Casambi through interface)

Accessories
10104	 line S plasterkit turn plus
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°u-disk
materials		  aluminium coated or anodised / PC 
weight		  255gr / 0.56lb
voltage		  48 Vdc
wattage		  9,6 W
ugr		  louvre <19 
dimming   	 DALI, 0-10V, 1-10V, switchDIM, Casambi, Google Home & Amazon Alexa*
		  *from Q3 2020

°u-disk- black glossy louvre



Order Code 
11100.AA00.BBBB.CCC.DD u-disk
11103.AA00.BBBB.CCC.DD u-disk monopoint
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Values for 3000K. Color temperature influences the lumen output.
Download complete photometric data on our website.

*

AA	 Finish
01	 black
02	 white
22	 aluminum anodised		 on request
23	 brass anodised		  on request
25	 bronze anodised		  on request	
26	 dark bronze anodised	 on request	

BBBB	 Light
9527	 cri >95, 2700K
9530	 cri >95, 3000K
9540	 cri >95, 4000K - on request

CCC	 Optic			   Output*
001	 frosted ice		  500lm - 220cd	
002	 microprism		  550lm - 330cd

251	 25° + frosted ice		  550lm - 460cd

252	 25° + microprism		  580lm - 760cd

105	 10° black glossy louvre	 855lm - 18340cd

255	 25° black glossy louvre	 680lm - 2660cd

355	 35° black glossy louvre	 680lm - 2000cd   

DD	 Dimming
ND	 no dimming
DA	 dali (0/1-10V, switchDIM, Casambi through interface)

Accessories
10105	 line S plasterkit o/u-disk

°u-disk- black glossy louvre

°u-disk - frosted ice
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°o-disk
materials		  aluminium coated or anodised / PC 
weight		  255gr / 0.56lb
voltage		  48 Vdc
wattage		  9,6 W
dimming   	 DALI, 0-10V, 1-10V, switchDIM, Casambi, Google Home & Amazon Alexa*
		  *from Q3 2020

°o-disk - frosted ice
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Order Code 
11200.AA00.BBBB.CCC.DD o-disk
11203.AA00.BBBB.CCC.DD o-disk monopoint

Values for 3000K. Color temperature influences the lumen output.
Download complete photometric data on our website.

AA	 Finish
01	 black
02	 white
22	 aluminum anodised		 on request
23	 brass anodised		  on request
25	 bronze anodised		  on request	
26	 dark bronze anodised	 on request	

BBBB	 Light
9027	 cri >90, 2700K
9030	 cri >90, 3000K
9040	 cri >90, 4000K - on request

CCC	 Optic			   Output*
001	 frosted ice		  255lm - 160cd	    

DD	 Dimming
ND	 no dimming
DA	 dali (0/1-10V, switchDIM, Casambi through interface)

Accessories
10105	 line S plasterkit o/u-disk
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°dot
materials		  aluminium coated or anodised / PC 
weight		  100gr / 0.22lb
voltage		  48 Vdc
wattage		  2,5 W
dimming   	 DALI, 0-10V, 1-10V, switchDIM, Casambi, Google Home & Amazon Alexa*
		  *from Q3 2020

°dot - black



Order Code 
11300.AA00.BBBB.CCC.DD dot
11303.AA00.BBBB.CCC.DD dot monopoint

Values for 3000K. Color temperature influences the lumen output.
Download complete photometric data on our website.

AA	 Finish
01	 black
02	 white
22	 aluminum anodised		 on request
23	 brass anodised		  on request
25	 bronze anodised		  on request	
26	 dark bronze anodised	 on request

BBBB	 Light
9027	 cri >90, 2700K
9030	 cri >90, 3000K
9040	 cri >90, 4000K - on request

CCC	 Optic			   Output*
100	 10°			   170lm - 2000cd	

DD	 Dimming
ND	 no dimming
DA	 dali (0/1-10V, switchDIM, Casambi through interface)

Accessories
10106	 line S plasterkit dot

*

20 - 0.78

166 - 6.53

75
 - 

2.
95

line.s

90°

°dot - white

4 steps 90°
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°dot turn
materials		  aluminium coated or anodised / PC 
weight		  186gr / 0.41lb
voltage		  48 Vdc
wattage		  2,5 W
dimming   	 DALI, 0-10V, 1-10V, switchDIM, Casambi, Google Home & Amazon Alexa*
		  *from Q3 2020

°dot turn - black



*

166 - 6.53
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Values for 3000K. Color temperature influences the lumen output.
Download complete photometric data on our website.

AA	 Finish
01	 black
02	 white
22	 aluminum anodised		 on request
23	 brass anodised		  on request
25	 bronze anodised		  on request	
26	 dark bronze anodised	 on request

BBBB	 Light
9027	 cri >90, 2700K
9030	 cri >90, 3000K
9040	 cri >90, 4000K - on request

CCC	 Optic			   Output*
100	 10°			   170lm - 2000cd	

DD	 Dimming
ND	 no dimming
DA	 dali (0/1-10V, switchDIM, Casambi through interface)

Accessories
10107	 line S plasterkit dot turn

Order Code 
11310.AA00.BBBB.CCC.DD dot turn
11313.AA00.BBBB.CCC.DD dot turn monopoint

20 - 0.78

°dot turn - white
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°out

°out - frosted ice

materials		  aluminium coated or anodised / PC 
weight		  510gr / 1.12lb
voltage		  48 Vdc
wattage		  8,2W / 16,8W (high output) 
dimming   	 DALI, 0-10V, 1-10V, switchDIM, Casambi, Google Home & Amazon Alexa*
		  *from Q3 2020



°out - frosted ice

Order Code 
11000.AA00.BBBB.CCC.DD out
11002.AA00.BBBB.CCC.DD out high output

Values for 3000K. Color temperature influences the lumen output.
Download complete photometric data on our website.

AA	 Finish
01	 black
02	 white
22	 aluminum anodised		
23	 brass anodised		
25	 bronze anodised			 
26	 dark bronze anodised	

BBBB	 Light
9527	 cri >95, 2700K
9530	 cri >95, 3000K
9540	 cri >95, 4000K - on request

CCC	 Optic			 
001	 frosted ice			 
002	 microprism		
005	 frosted ice SOLID		

DD	 Dimming
ND	 no dimming
DA	 dali (0/1-10V, switchDIM, Casambi through interface)

Accessories
10101	 line S plasterkit knick/out
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°out - frosted ice SOLID

300 - 11.81

Output
820lm - 300cd

770lm - 400cd

1160lm - 290cd

High output*
1420lm - 560cd

1400lm - 730cd
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°bevel 
new

materials		  aluminium coated or anodised / PC 
weight		  600gr / 1.32lb
voltage		  48 Vdc
wattage		  8,2 W
ugr		  <19
dimming   	 DALI, 0-10V, 1-10V, switchDIM, Casambi, Google Home & Amazon Alexa*
		  *from Q3 2020

Natural 
anodised
aluminum

Brass
anodised
aluminum 

Bronze
anodised
aluminum

Dark Bronze
anodised
aluminum 



Order Code 
20500.AA00.BBBB.CCC.DD bevel

20501.AA00.BBBB.CCC.DD bevel monopoint

Values for 3000K. Color temperature influences the lumen output.
Download complete photometric data on our website.

*

AA	 Finish
01	 black
02	 white
22	 aluminum anodised	brushed	
23	 brass anodised brushed		
25	 bronze anodised brushed			 
26	 dark bronze anodised brushed	

BBBB	 Light
9527	 cri 95, 2700K
9530	 cri 95, 3000K

CCC	 Optic		  Output*
300	 30°		  670lm - 1550cd	
450	 45° 		  700lm - 1070cd

600	 60° 		  690lm - 811cd

DD	 Dimming
ND	 no dimming
DA	 dali (0/1-10V, switchDIM, Casambi through interface)

Accessories
10150.0100 recessed ceiling rose black, Ø50 mm
10150.0200 recessed ceiling rose white, Ø50 mm
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°tubu 40 
new

materials		  aluminium coated / PC 
weight		  200gr / 0.44lb
voltage		  48 Vdc
wattage		  6,7 W
ugr		  <19 
dimming   	 DALI, 0-10V, 1-10V, switchDIM, Casambi, Google Home & Amazon Alexa*
		  *from Q3 2020

°tubu 40



Order Code 
11400.AA00.BBBB.CCC.DD tubu 40
11403.AA00.BBBB.CCC.DD tubu 40 monopoint
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Values for 3000K. Color temperature influences the lumen output.
Download complete photometric data on our website.

*

AA	 Finish
01	 black
02	 white
22	 aluminum anodised		 on request
23	 brass anodised		  on request
25	 bronze anodised		  on request	
26	 dark bronze anodised	 on request	

BBBB	 Light
9527	 cri 95, 2700K
9530	 cri 95, 3000K
9540	 cri 95, 4000K - on request
90TW	 cri >90, tunable white - on request

CCC	 Optic			   Output*
250	 25°			   420lm - 1970cd	

DD	 Dimming
ND	 no dimming
DA	 dali (0/1-10V, switchDIM, Casambi through interface)

Accessories
10150.0100 recessed ceiling rose black, Ø50 mm
10150.0200 recessed ceiling rose white, Ø50 mm

°tubu 40 - white 

°tubu 40 - monopoint

line.s
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°tubu 60 
new

materials		  aluminium coated / PC 
weight		  330gr / 0.72lb
voltage		  48 Vdc
wattage		  15,4 W
ugr		  <19 
dimming   	 DALI, 0-10V, 1-10V, switchDIM, Casambi, Google Home & Amazon Alexa*
		  *from Q3 2020

°tubu 60 - matt louvre
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Values for 3000K. Color temperature influences the lumen output.
Download complete photometric data on our website.

*

AA	 Finish
01	 black
02	 white
22	 aluminum anodised		 on request
23	 brass anodised		  on request
25	 bronze anodised		  on request	
26	 dark bronze anodised	 on request	

BBBB	 Light
9527	 cri 95, 2700K
9530	 cri 95, 3000K
9540	 cri 95, 4000K - on request
90TW	 cri >90, tunable white - on request

CCC	 Optic			   Output*
250	 25°			   1010lm - 2900cd	
550	 55° 			   1010lm - 1340cd

DD	 Dimming
ND	 no dimming
DA	 dali (0/1-10V, switchDIM, Casambi through interface)

Accessories
10150.0100 recessed ceiling rose black, Ø50 mm
10150.0200 recessed ceiling rose white, Ø50 mm

90°

360°

Order Code 
11500.AA00.BBBB.CCC.DD tubu 60
11503.AA00.BBBB.CCC.DD tubu 60 monopoint

°tubu 60 - white

°tubu 60 - monopoint

line.s
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°tubu long 
new

materials		  aluminium coated or chrome / PC 
weight		  450gr / 0.99lb
voltage		  48 Vdc
wattage		  2,5 W
ugr		  <19 
dimming   	 DALI, 0-10V, 1-10V, switchDIM, Casambi, Google Home & Amazon Alexa*
		  *from Q3 2020



1

A

2 3 4 5 6 7 8

1 2 3 4 5 6 7 8

B

C

D

E

F

A

B

C

D

E

F

Dept. Technical reference Created by Approved by

Document type Document status

Title DWG No.

Rev. Date of issue Sheet

27/01/2020

1/1

TUBU long

Philippe Vermeersch

1

A

2 3 4 5 6 7 8

1 2 3 4 5 6 7 8

B

C

D

E

F

A

B

C

D

E

F

Dept. Technical reference Created by Approved by

Document type Document status

Title DWG No.

Rev. Date of issue Sheet

27/01/2020

1/1

TUBU long

Philippe Vermeersch

25 - 0.98

166 - 6.53

50
0 

- 1
9.

68

Values for 3000K. Color temperature influences the lumen output.
Download complete photometric data on our website.

AA	 Finish
01	 black
02	 white
04	 chrome	

BBBB	 Light
9027	 cri >90, 2700K
9030	 cri >90, 3000K

CCC	 Optic			   Output*
100	 10°			   170lm - 2000cd	

DD	 Dimming
ND	 no dimming
DA	 dali (0/1-10V, switchDIM, Casambi through interface)

Accessories
10150.0100 recessed ceiling rose black, Ø50 mm
10150.0200 recessed ceiling rose white, Ø50 mm

Order Code 
11600.AA00.BBBB.CCC.DD tubu long
11603.AA00.BBBB.CCC.DD tubu long monopoint

line.s

109

*



BI 	

built in (recessed)

SM	

surface mounted

PD 	

pendant (suspended)

°line 
(original-2009)

25
0.98

50
1.97

LINE

material		  aluminium coated
weight		  1,75 kg/lm  - 1,16 lb/feet 
voltage		  24Vdc
max wattage	 240W on single circuit
circuits		  2
dimming		  1-10V / 0-10V / Dali
certifications
classifications



BI

built in 

(recessed)

SM

surface mounted

Length 

Color body

Type 
mounting

4000
300 - ...	

BK 	
WH 	
AL 	
 
BI 	
SM	
PD 

L.L.C.T

standard length in mm
custom length in mm

black matt ral 9011
white matt ral 9016
aluminium color ral 9006 (on request only)

built in (recessed)
surface mount
pendant (suspended / standard cable of 2m included)

111

PD

pendant

(suspended)

line



X°

L.MC.90° 
(standard)

L.MC.X° 
(custom)

Connectors

L.BI.MB
(option)	 	

standard bracket	
(included with BI)	

Brackets

L.MC.
CROSS

L.MC.ST L.MC.T

X°

112

24
75

41



L.EC.WH 
L.EC.BK	
L.EC.AL

PD.EC.8M

End Cap Pendant Extension Cable

power supply ceiling box  (only for surface mounted version) 

L.CP.L.C			          Cover profile

113

Length 

Color

PSCB.BK		  color black
PSCB.WH 	 color white

310x100x50 mm
12,20x3,93x1,96 in

1000
2000
4000

BK 	
WH 	
AL 

1000 mm - 39,37 in
2000 mm - 78,74 in
4000 mm - 157,48 in

black matt ral 9011
white matt ral 9016
aluminium color ral 9006 
(on request only)

20
0,78

320
12,59

130
5,11

60
2,36

62
2,44

160
6,30

90°

90°

x°

x°

90°

90°

x°

x°

d1

d1

d3

d3

d2

d2d4 d4

please mention the outside dimensions of the pro�les 
and the inner corners

70
2,75

300
11,81

Mention the outside dimensions of the 
tracks and the inner corners

line



Led

Color body

Diffuser

Version

Dimming

Accessories

WW 	
WW2 
NW2 
TW

BK 
WH 
AL
 	
FI  

MP
	

T
BI 	

IC
OC

PL.300
KNICK.FI
KNICK.MP

2700K | 16,5W
3000K | 16,5W
4000K | 16,5W
tunable white (only with IC) | 18W | 2200-6500°K

black matt ral 9011
white matt ral 9016
aluminium color ral 9006 (on request only)
 
frosted ice diffuser 		   	
(wide beam) 		

microprism diffuser 		
(wide beam & anti-glare)	
		
	

track mount
built in monopoint (plasterkit required)

fixtures individually dimmable, controlled by DALI DT8
track overall control. dimming possible with 0/1-10V, 
potentiometer or DALI, on 2 circuits (see pag. 125)

monopoint plasterkit 300 mm 
interchangeable frosted ice diffuser
interchangeable microprism diffuser

KNICK.L.C.D.V.D

WW	 1100 lm / 490 cd 
WW2 	 1100 lm / 490 cd
NW2	 1100 lm / 490 cd
TW	
WW 	 1100 lm / 600 cd	
WW2 	 1100 lm / 600 cd
NW2	 1100 lm / 600 cd
TW	

°knick
material		  aluminium coated
weight		  990gr / 2.18lb
voltage		  24Vdc
cri		  >90
wattage		  16,5W
dali		  supported (option)
		  DALI DT8, tunable white

300 
11.81 

180
7.08

20
0.78

KNICK

90°

line



115°knick small
material		  aluminium coated
weight		  350gr / 0.77lb
voltage		  24Vdc
cri		  >90
wattage		  9,6W
dali		  supported (option) DT6

Led

Color body

Diffuser

Version

Dimming

Accessories

WW 	
WW2 
NW2 

BK 
WH
AL
 	
FI  

MP

25

45
	

T
BI 	

IC
OC

PL.130

2700K | 9,6W
3000K | 9,6W
4000K | 9,6W

black matt ral 9011
white matt ral 9016
aluminium color ral 9006 (on request only)
 
frosted ice diffuser 		   	
(wide beam) 		

microprism diffuser 		
(wide beam & anti-glare)	
		
	
optic 25°

optic 45°

track mount
built in monopoint (plasterkit required)

fixtures individually dimmable, controlled by DALI DT6
track overall control. dimming possible with 0/1-10V, 
potentiometer or DALI, on 2 circuits (see pag. 125)

monopoint plasterkit 130 mm 

KNICK-S.L.C.D.V.D

WW 
WW2 	
NW2
TW	
WW 		
WW2 		
NW2	
TW
WW 		
WW2 	 825 lm / 3075 cd	
NW2	 865 lm / 3150 cd
WW 	 450 lm / 560 cd	
WW2 	 600 lm / 855 cd	
NW2	 640 lm / 860 cd

WW 	 400 lm / 500 cd
WW2 	 550 lm / 800 cd
NW2	 600 lm / 855 cd
TW
WW 	 400 lm / 500 cd
WW2 	 550 lm / 800 cd
NW2	 600 lm / 855 cd
TW	
	 785 lm / 2940 cd 		

105
4.13 

95
3.74

20
0.78

KNICK SMALL

90°

line



Led

Color body

Diffuser

Version

Dimming

Accessories

WW 	
WW2 
NW2 
TW

BK 
WH 
AL
 	
FI  

MP
	

T
BI 	

IC
OC

PL.300
IN.FI
IN.MP

2700K | 16,5W 
3000K | 16,5W 
4000K | 16,5W  
tunable white (only with IC) | 18W | 2200-6500°K

black matt ral 9011
white matt ral 9016
aluminium color ral 9006 (on request only)
 
frosted ice diffuser 		   	
(wide beam) 		

microprism diffuser 		
(wide beam & anti-glare)	
		
	

track mount
built in monopoint (plasterkit required)

fixtures individually dimmable, controlled by DALI DT8
track overall control. dimming possible with 0/1-10V, 
potentiometer or DALI, on 2 circuits (see pag. 125)

monopoint plasterkit 300 mm 
interchangeable frosted ice diffuser
interchangeable microprism diffuser

IN.L.C.D.V.D

WW 	 1300 lm / 530 cd
WW2 	 1300 lm / 530 cd
NW2	 1300 lm / 530 cd
TW
WW 	 1300 lm / 600 cd
WW2 	 1300 lm / 600 cd
NW2	 1300 lm / 600 cd
TW	
	  		

°in

300 
11.81 

20
0.78

IN & FROST

material		  aluminium coated
weight		  260gr / 0.57lb
voltage		  24Vdc
cri		  >90
wattage		  16,5W
dali		  supported (option) DALI DT8, tunable white

line



117°in small
material		  aluminium coated
weight		  140gr / 0.31lb
voltage		  24Vdc
cri		  >90
wattage		  10W

Led

Color body

Diffuser

Version

Dimming

Accessories

WW 	
WW2 
NW2 

BK 
WH 
AL
 	
FI  

MP
	

T
BI 	

OC

PL.150
IN.S.FI
IN.S.MP

2700K | 10W 
3000K | 10W 
4000K | 10W 

black matt ral 9011
white matt ral 9016
aluminium color ral 9006 (on request only)
 
frosted ice diffuser 		   	
(wide beam) 		

microprism diffuser 		
(wide beam & anti-glare)	

		
track mount
built in monopoint (plasterkit required)

track overall control. dimming possible with 0/1-10V, 
potentiometer or DALI, on 2 circuits (see pag. 125)

monopoint plasterkit 150 mm 
interchangeable frosted ice diffuser
interchangeable microprism diffuser

IN-S.L.C.D.V.D

WW 	 485 lm / 180 cd
WW2 	 510 lm / 190 cd
NW2	 535 lm / 200 cd
WW 	 485 lm / 180 cd
WW2 	 510 lm / 190 cd
NW2	 535 lm / 200 cd	

IN SMALL

150
5.90

20
0.78

line



Led

Color body

Beam

Version

Dimming

Accessories

WW 	
WW2 
NW2 

BK 
WH 
AL
 	
FI  

MP

25  	
	

40

T
BI 	

IC
OC

PL.70
TURN.25
TURN.40
TURN.FI
TURN.MP

2700K | 9,6W 
3000K | 9,6W 
4000K | 9,6W 

black matt ral 9011
white matt ral 9016
aluminium color ral 9006 (on request only)
 
frosted ice diffuser 		   	
(wide beam) 		

microprism diffuser 		
(wide beam & anti-glare)	
		
optic 25°			 

optic 40°	

	
track mount
built in monopoint (plasterkit required)

fixtures individually dimmable, controlled by DALI DT6
track overall control. dimming possible with 0/1-10V, 
potentiometer or DALI, on 2 circuits (see pag. 125)

monopoint plasterkit 70 mm 
interchangeable additional optics 25°
interchangeable additional optics 40°
interchangeable frosted ice diffuser
interchangeable microprism diffuser

TURN.L.C.B.V.D

WW 	 750 lm / 2700 cd
WW2	 790 lm / 2820 cd
NW2	 830 lm / 2900 cd
WW	 680 lm / 1100 cd
WW2	 735 lm / 1665 cd
NW2	 770 lm / 1765 cd
WW	 485 lm / 180 cd
WW2	 510 lm / 190 cd
NW2	 535 lm / 200 cd
WW	 485 lm / 180 cd
WW2	 510 lm / 190 cd
NW2	 535 lm / 200 cd

355°

°turn
material		  aluminium coated
weight		  380gr / 0,83lb
voltage		  24Vdc
cri		  >90
wattage		  9,6W
dali		  supported (option) DT6

90°

188
7.40

69
2.68

20
0.78

TURN & TURN PLUS

188
7.40

105
4.13

20
0.78

line



WW 	 750 lm / 2700 cd
WW2	 790 lm / 2820 cd
NW2	 830 lm / 2900 cd
WW	 680 lm / 1100 cd
WW2	 735 lm / 1665 cd
NW2	 770 lm / 1765 cd
WW	 485 lm / 180 cd
WW2	 510 lm / 190 cd
NW2	 535 lm / 200 cd
WW	 485 lm / 180 cd
WW2	 510 lm / 190 cd
NW2	 535 lm / 200 cd

119

material		  aluminium coated / PC 
weight		  450gr/0,99lb
voltage		  24Vdc
cri		  92
wattage		  13W
dali		  supported DT6 (option)

°turn plus

Led

Body color

Optics

Version

Control

Accessories

WW 	
WW2 
NW2 

BK 
WH
AL
 	
10 	
	

25

35

T
BI

IC
OC

	
PL.105

2700K | 13W
3000K | 13W 
4000K | 13W 

black matt ral 9011
white matt ral 9016
aluminium color ral 9006 (on request only)
 
optic 10°			   WW 	
			   WW2 
			   NW2	
optic 25°			   WW 	
			   WW2 
			   NW2	
optic 35°			   WW 	
			   WW2 
			   NW2

track mount
built in monopoint (plasterkit required)

individually controlled fixture by DALI DT6
track overall control. dimming possible with 0/1-10V, 
potentiometer or DALI, on 2 circuits (see pag. 125)

monopoint plasterkit 105 mm 

TURN-PL.L.B.O.V.C

855 lm / 21400 cd
940 lm / 23700 cd
960 lm / 24750 cd
680 lm / 2580 cd
720 lm / 2700 cd
755 lm / 2835 cd
528 lm / 1540 cd
690 lm / 1600 cd
725 lm / 1680 cd

188
7.40

69
2.68

20
0.78

TURN & TURN PLUS

188
7.40

105
4.13

20
0.78

90°

355°

line



Led

Body color

Optics

Version

Control

Accessories

WW 	
WW2 
NW2 

BK 
WH
AL
 	
10	
	

25

35

T
BI

IC
OC
	

PL.70

2700K | 9,6W
3000K | 9,6W 
4000K | 9,6W 

black matt ral 9011
white matt ral 9016
aluminium color ral 9006 (on request only)
 
optic 10°			   WW 	
			   WW2 
			   NW2	
optic 25°			   WW 
			   WW2 
			   NW2	
optic 35°			   WW 	
			   WW2 
			   NW2

track mount
built in monopoint (plasterkit required)

individually controlled fixture by DALI DT6 
track overall control. dimming possible with 0/1-10V, 
potentiometer or DALI, on 2 circuits (see pag. 125)

monopoint plasterkit 70 mm 

UDISK.L.B.O.V.C

855 lm / 21400 cd
940 lm / 23700 cd
960 lm / 24750 cd
680 lm / 2580 cd
720 lm / 2700 cd
755 lm / 2835 cd
528 lm / 1540 cd
690 lm / 1600 cd
725 lm / 1680 cd

°u-

130
5.11

106
4.17

20
0.78

U & O DISK

138
5.43

106
4.17

20
0.78

355°

90°

material		  aluminium coated / PMMA
weight		  300gr / 0.66lb
voltage		  24Vdc
cri		  >90
wattage		  9,6W
dali		  supported DT6

line



121°o-disk
material		  aluminium coated / PMMA
weight		  300gr / 0.66lb
voltage		  24Vdc
cri		  >90
wattage		  9,6W
dali		  supported DT6

130
5.11

106
4.17

20
0.78

U & O DISK

138
5.43

106
4.17

20
0.78

90°

355°

Led

Body color

Diffuser

Version

Control

Accessories

WW 	
WW2 
NW2 

BK 
WH 
AL
 	
FI  

T
BI 
	
IC
OC
	

PL.70	

2700K | 9,6W
3000K | 9,6W
4000K | 9,6W  

black matt ral 9011
white matt ral 9016
aluminium color ral 9006 (on request only)
 
frosted ice diffuser 		   	
(wide beam) 

track mount
built in monopoint (plasterkit required)

individually controlled fixture by DALI DT6
track overall control. dimming possible with 0/1-10V, 
potentiometer or DALI, on 2 circuits (see pag. 125)

monopoint plasterkit 70 mm 

ODISK.L.B.D.V.C

WW 	 245 lm / 150 cd
WW2 	 255 lm / 160 cd
NW2	 270 lm / 165 cd

line



°dot

100
3.94

DOT

20
0.78

20
0.78

130
5.12

20
0.78

20
0.78

material		  aluminium coated
weight		  80gr / 0.17lb
voltage		  24Vdc
cri		  >90
wattage		  3,6W
dali		  not supported

90°

4 steps 90°

Led

Body color

Version 

Dimming

Accessories

WW 	
WW2 
NW2 

BK 
WH 
AL
 	
T
BI 

OC

 PL.DOT

2700K | 3,6W | 100 lm - 2353 cd - 8°
3000K | 3,6W | 105 lm - 2670 cd - 8°
4000K | 3,6W | 110 lm - 2800 cd - 8°

black matt ral 9011
white matt ral 9016
aluminium color ral 9006 (on request only)
	
track mount
built in monopoint (plasterkit required) 

track overall control. dimming possible with 0/1-10V, 
potentiometer, on 2 circuits (see pag. 125)

monopoint plasterkit °dot 

DOT.L.B.V.D

line



123°dot turn 

100
3.94

DOT

20
0.78

20
0.78

130
5.12

20
0.78

20
0.78

material		  aluminium coated
weight		  170gr / 0.37lb
voltage		  24Vdc
cri		  >90
wattage		  3W
dali		  supported DT6

90°

355°

DOT-TURN.L.B.V.D

Led

Body color

Version 

Dimming

Accessories

WW 	
WW2 
NW2 

BK 
WH 
AL	

T
BI 

IC
OC

PL.DOTTURN

2700K | 3,6W | 100 lm - 2353 cd - 8°
3000K | 3,6W | 105 lm - 2670 cd - 8°
4000K | 3,6W | 110 lm - 2800 cd - 8°

black matt ral 9011
white matt ral 9016
aluminium color ral 9006 (on request only)

track mount
built in monopoint (plasterkit required) 

fixtures individually dimmable, controlled by DALI DT6
track overall control. dimming possible with 0/1-10V, 
potentiometer, on 2 circuits (see pag. 125)

monopoint plasterkit °dot turn

line



Led

Color body

Diffuser

Version

Dimming

Accessories

WW 	
WW2 
NW2 
TW

BK 
WH 
AL
 	
FI

MP

SF

	
SC

SCE

T
BI 	

IC
OC

PL.300
OUT.FI
OUT.MP

2700K | 16,5W
3000K | 16,5W 
4000K | 16,5W
tunable white (only with IC) | 18W | 2200-6500°K

black matt ral 9011
white matt ral 9016
aluminium color ral 9006 (on request only)
 
strip frosted ice 		

strip microprism (anti-glare)	

solid frosted

solid clear

solid clear with custom 
etched front (300x50mm)
	

track mount
built in monopoint (plasterkit required)

fixtures individually dimmable, controlled by DALI DT8
track overall control. dimming possible with 0/1-10V, 
potentiometer or DALI, on 2 circuits (see pag. 125)

monopoint plasterkit 300 mm 
interchangeable frosted ice diffuser
interchangeable microprism diffuser

OUT.L.C.D.V.D

WW 
WW2 	
NW2
TW
WW 	
WW2 	
NW2	
TW	
WW 	
WW2 	
NW2	
TW
WW 	
WW2 	
NW2	
TW
WW 	
WW2 	
NW2	
TW	

	 1100 lm / 600 cd 
1100 lm / 600 cd
1100 lm / 600 cd
	
1100 lm / 600 cd	
1100 lm / 600 cd
1100 lm / 600 cd

1100 lm / 275 cd	
1160 lm / 290 cd
1220 lm / 305 cd	

930 lm / 395 cd	
980 lm / 415 cd
1030 lm / 435 cd

930 lm / 395 cd	
980 lm / 415 cd
1030 lm / 435 cd

°out
material		  aluminium coated
weight		  450gr / 0.99lb
voltage		  24Vdc
cri		  >90
wattage		  16,5W
dali		  supported (option) DALI DT8, tunable white

300 
11.81 

20
0.78

OUT & FROST

line



°power 
  supply 24Vdc

PS.24.XX.SM.HLG		  CE, cUL certified, CCC certified, EAC, 90-305VAC
 
40	 W		  171*61.5*36.8 mm (L*W*H)	
60	 W		  171*61.5*36.8 mm
80	 W		  195.6*61.5*38.8 mm
100	 W		  220*68*38.8 mm	
150	 W		  228*68*38.8 mm	
240	 W		  244.2*68*38.8 mm
320	 W		  252*90*43.8 mm
600	 W		  280*144*48.5mm

PS.24.XX.SM.ELG		  CE, cUL, CCC certified, 110-305VAC 

at 240V	     at 110V

75W  			   180*63*35.5mm (L*W*H)
100W 			   199*63*35.5mm 
150W 			   219*63*35.5mm
200W 			   244*71*37.5mm
240W 			   244*71*37.5mm			    

60W  		
70W 		
105W 		
150W 		
180W

PS.24.SM.B.DIM   		  Potentiometer dimming button (0-10V/1-10V)

LDIM.24V  		  DIN rail mount dimmodule 24 VDC Max 240W
			   controlled by 0/1-10V or potentiometer (width 25mm)

125

line


